SH8-75

Specificati
Discharge Size 8" (200mm) -~
Max Power 80HP (60kw) S H 8 7 5
Capacity 350m3/hr at 30m.
SH8-75 HEAVY DUTY SUBMERSIBLE Solids Size 60mm Diameter
DREDGE PUMP EXCAVATOR MOUNTING Hyd. Flow 1501tr /min 40
Hyd. Press. 250 bar """“\
Max speed 1,200 rpm \ S0HP
« Up to 75HP PUMP POWER 30 AN
_ Materials N
« HIGH TORQUE Casing FCD550 Head \
« DISCHARGE SIZE 8 INCH (200mm). Impeller Hi-Chrome (m) !
_ Agitator Hi-Chrome 20
« DESIGNED FOR HEAVY SAND SLURRIES. Wear Plates Hi-Chromea
« MAX CAPACITY 350m3/hr (1,450gpm). Shaft SCM435
o MAX HEAD 40m (130ft). Excayatsc 10
¢ SINGLE HYDRAULIC INPUT DRIVE Drive Power 75HP
Cutter Head Dia. 800mm
: ¢ ADJUSTABLE SPEED & POWER Hyd. Flow 150 Ltr/min 0
¥ « SOLIDS CAPACITY 60mm DIAMETER Hyd. Pressure 150 bar 0 200 400 600 800
« JETTING RING ATTACHMENT OPTION Total unit weight 1 800kq Flow (m3/hr)

Hydraulic Flow divider valve with flow control to adjust
speed of pump and cutter independently of each other for
various ground conditions.

The main features of our heavy duty slurry pump is a heavy design of casing and
28% HiCr impeller & wear plates. Excellent combination of materials provides long
term operation even in harsh abrasive slurries.

High torque cutter drive with piston motor through planetary transmission
gearbox, with large diameter drive shaft, double bearings with heavy duty thrust
bearings both top and bottom.

optional A ;
Heavy duty rubber dredging hoses, HDPE hoses, Floating Pipes.

Jetting Ring attachments, jetting pumps, jetting hoses.

Lifting frame Options, excavator mounting plates.
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Specifications

SH10-150 HEAVY DUTY SUBMERSIBLE
SLURRY PUMP & EXCAVATORS

Discharge Size
Max Power
Capacity

Max head

Max Flow
Solids Size
Weight

Hyd. Flow
Hyd. Press.

Materials

Casing

Impeller
Agitator

Shaft
Mechanical Seal

¢ 333cc HYDRAULIC PISTON MOTOR.
+ DISCHARGE SIZE 10 INCH (250MM).

* 100mm DIAMETER SOLIDS CAPACITY

* DESIGNED FOR HEAVY SAND SLURRIES.
« HYDRAULIC OR ELECTRIC DRIVE.

¢ JETTING RING ATTACHMENT OPTIONS.

10" (250mm)
150HP (110kw)
12m3min at 21m.
32m at 150HP
16m3/min
100mm Diameter
1,800 kgs

B

0

W
(=]

340ltr/min  e0¢
300 bar tma

=

FCD550 10
Hi-Chrome

Hi-Chrome

SCM435

SS TC/TC 0

Optional Accessories
Diesel or Electric Driven Hydraulic Power Pack.

SH10-130

(8]

10

Umbilical Power Spooler. Side excavators,

19 c0

Flow (m3/minJ

The main features of our heavy duty slurry pump is a heavy design of
wear resistant casing and 28%b HiCr impeller. Excellent combination of
materials provides long term operation even in harsh abrasive slurries.

Heavy duty rubber dredging hoses, HDPE hoses, Floating Pipes.
Jetting water nozzle attachments, jetting pumps, jetting hoses.
Lifting frame Options, excavator mounting plates.



- _ SH12:300
0 Circle Pumps

SH12-300
Specifications S0
SH12-300 HYDRAULIC SUBMERSIBLE R — Lo
Max Power 300HP (220kw) 40
DREDGE PUMP WITH AGITATOR Hoxover  BOUHPIe0h ﬂ
| Max head 42m 300HP
+500cc HYDRAULIC PISTON MOTOR. Max Flow 30m3/min 30—
« DISCHARGE SIZE 12 INCH (300MM). ‘s,\;:ni;lits:ze ;22%“6";9[;'3' Bl
« DESIGNED FOR HEAVY SAND SLURRIES. : > 500HP
~ « HYDRAULIC OR ELECTRIC DRIVE. Hyd. Flow 450 Itr/min 20 A
Hyd. Press. 340 bar \ \
« JETTING RING ATTACHMENT OPTIONS. BaripS pesd 810 rpm (max) \
+ 120MM SOLIDS SIZE 10 !
« VARIABLE POWER UP TO 300HP : \
Materials
Casing FCD550 0
Impeller Hi-Chrome 0 10 20 30 40
Agitator Hi-Chrome
Shaft SCM435 Flow (m3/min

The main features of our heavy duty slurry pump is a heavy design of
wear resistant casing and 28% HIiCr impeller. Excellent combination
of materials provides long term operation even in harsh abrasive
slurries.

Incorporating high pressure mechanical seal in double TC

Optional Accessories
Diesel or Electric Driven Hydraulic Power Pack.
Umbilical Power Spooler.

Heavy duty rubber delivery hoses, HDPE hoses, Floating Pipes.

Jetting water nozzle attachments, jetting pumps, hoses.

Lifting frame Options, excavator mounting plates.
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Specifications subject to modification without prior notice



0 Circle Pumps

CPCH-175 UNDERWATER CUTTER

e 20,000NM TORQUE TRANSMISSION DRIVE / 175HP

 PORTABLE UNIT MOUNTS ONTO EXISTING PUMPS

e HYDRAULIC REQUIREMENT

 HEAVY DUTY CONSTRUCTION MOUNTING DIRECT ONTO PUMP CASING
o DESIGNED FOR COMPACT SANDS / GRAVELS AND BEDDED CLAYS
 REPLACEABLE FORGED CUTTER TEETH

 STONE BOX FOR EASY CLEANING / DEBRIS REMOVAL

 VARIABLE POWER UP TO 175HP

 LADDER MOUNTING OPTION

« BACKHOE MOUNTING OPTION

Note : Specifications subject to change without notice



SH8-150 HEAVY DUTY SUBMERSIBLE
SLURRY PUMP WITH AGITATOR

= 333cc HYDRAULIC PISTON MOTOR.
* DISCHARGE SIZE 8 INCH (200MM).
= HIGH PRESSURE MECHANICAL SEAL.

= DESIGNED FOR HEAVY SAND SLURRIES.

= HYDRAULIC OR ELECTRIC DRIVE.
= JETTING RING ATTACHMENT OPTIONS.

Specifications

Discharge Size
Max Power
Capacity

Max head

Max Flow
Solids Size
Weight

Hyd. Flow
Hyd. Press.

Materials

Casing

Impeller
Agitator

Shaft
Mechanical Seal

8" (200mm)
150HP (110kw)

360m3/hr at 42m.

50m at 150HP
720m3/hr

60 mm Diameter
1,800 kgs

340Itr/min
300 bar

FCD550
Hi-Chrome
Hi-Chrome
SCM435
SSTC/TC

(B3

H8-130

60

40
Head

(m)
2l

0 5 10 15 cl
Flow (m3/min)

The main features of our heavy duty slurry pump is a heavy design of
wear resistant casing and 28% HiCr impeller. Excellent combination of
materials provides long term operation even in harsh abrasive slurries.

Incorporating high pressure mechanical seal in double TC

Accessories

Diesel or Electric Driven Hydraulic Power Pack.

Umbilical Power Spooler.

Heavy duty rubber dredging hoses, HDPE hoses, Floating Pipes.

Jetting water nozzle attachments, jetting pumps, jetting hoses.

Lifting frame Options, excavator mounting plates.



0 Circle Pumps

DP-650 & 650H & 850
DP-675 & 875 & Dimensions:

DP-650 & 650H
W : 1020 O
H :760

L :1575

DP-850 o

W : 1065 [ 8
H :760
L :1575

DP-675 & 875

W 1111

H :833

L :1672 Unit : mm
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& 'T'echnical Specifications:

Outlet Output Nor.Head Nor.Capacity | Max.Head | Max.Capacity |SclidPassng] Weight
Type | mm|inch| kw | hp | Voltage| m | Fi. | m¥/min| USGPM| m | Ft. | m*min | USGPM| mm Jinch | kg | b
DP-650 | 150 | 6 37 | 50 25 | 83 3.2 848 30 | 99 8.0 2120 | 60 | 2.5 ] 950 | 2090

DP-650H| 150 | 6 | 37 | 50 3p, | 28|93 3.2 848 | 40 | 182 7.0 | 1855 ] 40 | 1.5 | 950 | 2090

DP-850 | 200| 8 | 37 | 50 |220.380.| 15 | 50 6.0 1590 | 30 | 99 8.0 2120 | 60 | 2.5 | 970 | 2134
DP-675]150] 6 | 55|75 440 | 40 [132| 3.2 848 | 53 | 175 8.0 2120 | 40 | 1.5 |1100]2420
DP-875]1200| 8 | 55 |75 28 | 93 6.0 1690 | 40 | 132 8.0 2120 | 60 | 2.5 |1100] 2420




o Circle Pumps

DIESEL ENGINE DRIVEN HYDRAULIC POWER PACK
Specicifactions Model SPP-500

CAPACITY MAX FLOW RATE = 1000 LTR/MIN / MAX PRESSURE = 350 BAR
ENGINE IVECO C13 DIESEL ENGINE 570HP (OR SIMILAR)

HYD. PUMP KAWASAKI K3v280DT AXIAL PISTON PUMP

STARTING / CONTROLS 24 VOLT DC - PCB CONTROL WITH SAFETY SHUT DOWN SENSORS
DIESEL TANK INTEGRAL OR SEPARATE

HYD. TANK 1200 LTR

HYD. CONNECT. LOGIC CONTROL OUTPUT OPTIONS, PUMP / CUTTER / WINCHES
HYD. COOLING SYSTEM AIR COOLED RADIATOR BY ENGINE FAN

DIMENSION 600CM x 180CM x 240CM

WEIGHT 6,500 KGS (gross weight)

Optional Control Cabin space with hydraulic spool valves and engine controls




1200HP YANMAR MARINE DIESEL

Total Dimension : L=5.80m x W=2.20m x H=2,40m
Weight = 18,800 KG

Specifications ;

+ 1200 hp Yanmar Marine engine or similar — marine clutch with reduction gear
18” x 18” HiCr Dredge Pump with 5 blade Impeller.
2.400m3/hr at 80m output at 1,300kg/m3 slurry density

Can be easily separated for standard sea container shipping

24V DC controls with PLC integrated sensor alarms & safety shut down.

Sea water circulating pump / Fresh water cooler with header tank.
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