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SHEETS PROFILES, CUSTOM SOLUTIONS

Range

Choice of Materials Applications

Features

Standard Sizes Sheets

Sizes :
Sheets  : 0.5mm to 25mm
Welding Rods : 2m to 5 mm
Blocks  : 30mm to 100mm
Profi les  : Custom specs.

 Busbody Building
 Industrial Roofi ng
 Refrigeration
 Paper Mills 
 Land Filling
 Luggage
 Packaging
 Home Decor

 Poly Propylene (PP)

 Excellent smooth surface
 Glass cloth backing options available
 Excellent Weld-ability
 Weathering Resistance
 Outstanding Flexibility
 Low Thermal Conductivity
 High Chemical Resistance
 Long Life

PP/H 1.20 x 2.44M or 10M Rolls
PVDF     1.50 x 3M or 10M Rolls
HDPE 1.20 x 2.44M or 10M Rolls
PVC       1.22 x 2.44M
ABS       1.22 x 2.44M
HIPS      1.00 x 2.44M

Custom Colors, Sizes,
Embossing Options available

 Acid Filling Stations
 Eletroplating Plants
 Automobile Industry
 Pickling Lines
 Chemical Industry
 Metallurgy Industry
 Phamaceuticals
 Textile Industry

 PP
 PPFR
 PPH
 PP Glass Lined
 PPH GL
 TPO

 Poly Ethylene (PE)

 Poly Vinyl Chloride (PVC)
 High Impact Polystyrene (HIPS)
 Acyrilnite Butadiene Styrene (ABS)
 PolyVinylidene Fluoride (PVDF)
 Acrylic (PMMA)

 PE Pre-compounded
 PE Regular
 UHMW-HDPE
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PumpsPumps

SKD

Type:
SKD-50 SK 5 5 V F
SKD-Model No.
(2) Outlet diameter: 40-1-1/2”   50-2”   65-2-1/2”   80-3”   100-4”
(3) Specific gravity: SK-1.1  SP-1.4
(4) Horsepower: 1-1HP, 2-2HP, 3-3HP, 5-5HP, 7.5-7.5HP, 10-10HP 15-15HP
(5) Frequency: 5:50HZ 6:60HZ
(6) O loop: V-VITON E-EPDM N-NBR
(7) Pump material: F-FRPP C-CFRPP P-PVDF

(1) This pump adopts FRPP, PVDF plastic material injection molding, can be used to a majority of chemical liquid and 
acid resistant, alkali-resisting. It could be drying running without any damage.
(2) It is suitable for special occasions like all kinds of chemical circulation, cooling, cleaning equipment, exhaust tower, 
etching machine, chemical plating and nickel electroless.
(3) The design of dry shaft sealing could protect the motor to prevent corrosive gas from damaging the shaft.
(4) Be fit to install it outside the groove, it can be used with filter.
(5) Motor connection block could choose FRPP texture to reduce corrosion gas to damage the motor and prolong motor 
service life.
(6) The surface of motor could be painted with epoxy resin according to clients’ requirements, fastening screw could 
choose TI texture and use for different working places.

Acid and Alkali Resistant
Vertical Pump 1-15HP

SKD-5HP SKD-3HP SKD-1HP

SKD
(1)

65
(2)

SK
(3)

5
(4)

5
(5)

V
(6)

F
(7)

Features
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Type Specifi-
cation

Specific
gravity

In-outlet
diameter

(mm)

Power 50HZ 60HZ Weight
(KG)Phase HP Poles Curve Total

Head/M
Full Flow
L/min

Curve Total
Head/M

Full Flow
L/min

SKD 40SK-1 1.1 50 X 40 3 1 2 a 14 280 A 13 250 29
SKD 40SK-2 1.1 50 X 40 3 2 2 b 18 400 B 22 320 38
SKD 40SK-3 1.1 50 X 40 3 3 2 c 22 450 C 26 420 41
SKD 50SK-3 1.1 65 X 50 3 3 2 d 21 530 D 23 520 41

SKD 50SK-5 1.1 65 X 50 3 5 2 e 31 580 E 36 560 55
SKD 65SK-5 1.1 80 X 65 3 5 2 f 29 550 F 29 700 55
SKD 65SK-7.5 1.1 80 X 65 3 7.5 2 g 32 780 G 36 560 55

SKD 65SK-10 1.1 80 X 65 3 10 2 h 32 780 H 39.5 1100 106
SKD 40SP-3 1.4 50 X 40 3 3 2 i 22 400 I 19 340 41
SKD 50SP-3 1.4 65 X 50 3 3 2 j 19 500 J 32 400 41
SKD 50SP-5 1.4 65 X 50 3 5 2 k 19 560 K 32 500 55

SKD 65SP-5 1.4 80 X 65 3 5 2 l 28 520 L 25 600 55

SKD 65SP-7.5 1.4 80 X 65 3 7.5 2 m 31 750 M 35 750 95
SKD 65SP-10 1.4 80 X 65 3 10 2 m 31 750 N 38 850 106

Specification

SKD-10HP SKD-7.5HP

Performance Curve Diagram
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